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1 TEST SUMMARY

Test title Test result
Verification of the dimensions Passed
Radio interference voltage (RIV) test Passed
Dry lightning impulse voltage test Passed
Wet power-frequency voltage test Passed
Mechanical failing load test Passed
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S PRODUCT DRAWING

TEHCKICAT, DATA
Leakapge distance B mm
Mechanical Failing load 1200 kg
Fower frequency withstand Wet 70 EV
Impuse withstand 170 kv
puncture voltage 180 kV
- RADIO NOISE
o Test voltage ground = 30 LV
Mazmirmum RIV at 1000 ke = 100 av
MNaote:
— Paorcelain: Srown glozed except
surfaces maorked - lefs unglazed
— Toleranece © (4% + 1.5)
— Conduction glaze applied an surfaces
o marked thus
i — Far wsual inspection specification applied
|EC BOERE elaguse 27
THREADED THIMELE
TESTING SPECIFICATIONS ¢ IEC GOSB5—1
3 Thirmkle Copper 1
2 Cork Cork 1
1 Insulator Farcelain 1
SR MO JESCRIPTION DIRG, WO MATERIAL OTy. | HEMARES
REV| DESCRIFTION [DATE|MAME| 2017 DATE NAME s ALE
1 ﬂ;,:fﬂ'rﬂhr,?;: -7 | G | DRWN, [ =2 [Ehsan Ali
e CHKD =2 Ibseaed &l 33V PIN INSULATOR o
APPD. [ 2-2 Riewan astam Ref : EM—1087—1
CAT.NO: P33/E-N
LAHORE FaKISTAN
Figure 1

33 kV porcelain pin insulator, type EM-1087-1, drawing No. P33/E-N
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7 TEST OBJECT AND TEST SETUP PHOTOS

Figure 2
33 kV porcelain pin insulator, type EM-1087-1, drawing No. P33/E-N,
test arrangement during the radio interference voltage test

Figure 3
33 kV porcelain pin insulator, type EM-1087-1, drawing No. P33/E-N,
test arrangement during the lightning impulse withstand voltage test
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Figure 4

33 kV porcelain pin insulator, type EM-1087-1, drawing No. P33/E-N,
test arrangement and flashover under wet power-frequency voltage test

Figure 5
33 kV porcelain pin insulator, type EM-1087-1, drawing No. P33/E-N,
samples after mechanical failing load test

- end of test report -
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